
The POSKOM PDX-1210, Portable Direct Capture Digital Radiographic ( DR) System is the lightest, most com-
pact Hybrid Battery Powered Unit and the most advanced portable DR system in the radiology market today.  
The PDX-1210 DR system is integrated with the VET-20BT Hybrid Battery portable X-ray unit via Wireless sync. 
module, which is facilitated by a Radio-Frequency(R/F) Communication device. 

The POSKOM PDX-1210 system is designed for radiographic applications that require easy mobility, immediate 
results and superior image quality in the clinical setting. The system is very useful for ambulatory practices in 
which veterinarians desire immediate, on-site diagnosis and treatment and eliminates multiple field visits.

The PDX-1210 is integrated with the VATECH 10” X 12” Amorphous Silicone TFT direct capture digital X-ray 
detector panel, which is both extremely slim (22.5-mm thickness) and lightweight (3.4 kg). 
The DR image acquisition and viewing program is operated by DX-R software, which is designed with a simple 
and user-friendly GUI (graphic user interface) method and navigated with a PC mouse or Touch Screen 
(Optional). The PDX-1210 CPU and the VET-20BT CPU are integrated seamlessly using a wireless RF communi-
cation module.

DESCRIPTION

PDX-1210 DR Hybrid Battery System Package
10”x12” DR Plate & Wireless VET-20BT

Hybrid Battery Powered Generator
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DETECTOR PLATE :
• DR panel : VATECH 1210P / Samsung
• Type: Amorphous Silicon TFT
  X-Ray Converter : Csl. TI
• Image Size : 10”x12”, Actual size
• Pixel Pitch : 127 micron
• Pixel Array : 2080 x 2560 pixels
• A/D CONVT :14 bits
•  Weight : 3.5 kg ( 7.8 lbs)

SOFTWARE :
• dicom PACS DX-R® Image software 
• Image acquisition & processor
• Generator operation program (optional)
• Patient management program
• DICOM sent & worklist (optional)
• Diagnostic Image & Tutoring program

HYBRID BATTERY DR POWER SUPPLY:
• Hybrid Battery DR Power Pack
• Rechargeable battery included
• Built-in AC adapter ( Charger)
• 3-4 hours used without recharges

X-RAY GENERATOR :
• VET-20BT, Hybrid Battery Generator
• 20 mA/ 90 KV Output
• Wireless Sync. for Image capture
• APR program & 21 pre-set program 
• Dual Laser Collimator / Laser beam Program 
• Wireless Sync R/F Module for remote control 
• 300 exposures with single recharges battery
• Carrying Case with a pull handle & wheels

LAPTOP PC & DISPLAY :  
• OP system : Window XP Professional or higher
• CPU : Intel® Core 2 Duo
• Main Storage : 2 GB DDR2 RAM higher

• HDD : 160GB SATA (7200 rpm) higher
• Graphic Card : NVIDIA® Quadro FX1600 M 
• Display : 1440x 900 pixel higher
• Optical Device: Internal 8x DVD+/- RW device
• Network: Wireless network card and
       10/100/1000 GB Ethernet card
• AC Adapter : 130 Watt
• Battery : 9 cell 80 watt / hour, Li-Ion Battery  
• Power requirement :110-220 V, 50/60 HZ
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SYSTEM SPECIFICATION

Carrying Case: Pull Handle with Wheel

※All specifications are subject to change without notice 

DR-X: Image Software


